
TECHNICAL SPECIFICATIONS

The COSPAS-SARSAT network is the only truly  
global search and rescue system, operating  
24/7, anywhere in the world.

The distress signal emitted by your beacon is 
relayed by the COSPAS-SARSAT LEOSAR satellites 
to the ground stations (LUT) that calculate its 
position using Doppler Shift. 

The Mission Control 
Center (MCC) 
network processes 
the information and 
informs the nearest 
Rescue Coordination 
Center (RCC) so 
that SAR authorities 
can organize rescue 
operations.

COSPAS-SARSAT
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Type
ELT Automatic fi xed
COSPAS-SARSAT Class II 
(-20°C to +55°C)
406 MHz transmission
Frequency: 406.028 MHz ± 1 kHz
Output power: 5W (37 dBm ±- 2 dB)
Modulation type: 16K0G1D 
(Biphase L encoding)
Transmission duration: 440ms 
(short message) every 50 sec.
Autonomy: Over 48 hours at -20°C
121.5 MHz transmission
Frequencies: 121.5 MHz ± 6 kHz
Output power: 100mW mini (+20dBm)
Modulation type: 3K20A3X
Autonomy: Over 48 hours at -20°C
Controls
ARM / OFF / ON switch
Bright red LED
BNC antenna connector
DIN12 socket for remote control panel 
(RCP) and pin 
programming option with Programming 
Dongle
Internal Buzzer

G-Switch sensor
G-switch sensor compliant with EUROCAE 
ED62 specifi cations
Battery
KIT BAT200, P/N: S1840510-01
LiMnO2 two-element battery for transmitter 
power supply
Replacement every 6 years
Housing
Material:  Molded plastic
Color:  Yellow (color compounded)
Dimensions: Installed with mounting 
bracket, 175 x 99 x 86,4 mm, 
(6.89 x 3.90 x 3.40 in.)
Weight including batteries: typical 
850 gr (1.873 lb), max 875 gr (1.929 lb)
Environmental conditions
RTCA DO-160E / EUROCAE ED-14E Section 
4 to 26:
C1X[ED62]A[ED62][SYLMC]EYXXXX
ZXXX[ZC] [ED62]B[XXXXX]XXX[ED62]
Qualifi cations
ETSO-2C91a & ETSO-2C126
(EUROCAE ED62)
FAA TSO-C126 (RTCA - DO-204)
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406 AF-COMPACT ELT

In addition to your automatic built-in system (ELT) we 
strongly recommend also carrying a PLB (Personal 
Location Beacon), as you can carry it on your person in a 
pocket or a belt pouch at all times during fl ight. You can 
also take it with you when you’re away from the plane, 
e.g. boating or hiking.
Please also note: Some countries require an ELT to 
be fi tted to an aircraft by law. Please check with your 
relevant authority.

In addition to your ELT, why not 
carry a PLB? FlyFlySafeSafeFlySafeFlyFlySafeFly

406 AF 
COMPACT ELT
Emergency Locator Transmitter Pack
Designed for all light aircraft
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406 AF COMPACT ELT pack includes:
1 406 AF COMPACT ELT transmitter with 6 year battery

2 Universal mounting bracket

3 RC200 Remote Control Switch 

4 DIN-12 ELT connector and Sub D connector

406 AF COMPACT ELT 121.5MHz 
Retrofi t pack:
Includes same as above, but (3) is replaced by (3a) 
RC102 smaller Remote Control Switch. This pack is 
compatible with older 121.5 MHz installations.

Once activated, the 406 AF COMPACT will transmit 
continuously for over 48 hours on a 406MHz (distress) 
signal and on a 121.5MHz (homing) signal, alerting 
international rescue services to the emergency and your 
location via the global COSPAS-SARSAT Search and Rescue 
satellite system. 

The 406 AF COMPACT will automatically activate in the 
event of a crash. In addition, the pilot can also manually 
activate the ELT in case of emergency. The Compact ELT is 
attached to and registered to your aircraft with a unique 
reference number, so on activation SAR are looking 
specifi cally for your aircraft . 

Maintenance is limited to a monthly self-test performed 
remotely from the cockpit or from the ELT itself. The 
406 AF COMPACT status is displayed by a fl ashing 
indicator and buzzer. The self-powered ELT needs battery 
replacement only every 6 years.      

Designed for easy installation and perfect for retrofi t, 
the 406 AF COMPACT is also compatible with a range of 
optional antennae to suit all aircraft types.

� Compact size

� Unique 48 hour certifi ed transmission on 
406MHz (distress) and 121.5MHz (homing)

� Low cost two wire compatibility when 
installed with optional control panel

� Minor change approval available for most 
common aircraft

� Operates at temperatures as low as -20°C

� Optional programming dongle, perfect for 
fl eet operators

� Quick and easy retrofi t with universal  
mounting bracket

� Built-in alarm/buzzer

� Completely self-powered by the ELT battery 
(replacement every 6 years).

406 AF COMPACT ELT features:

Two Pack Options 406 AF 
COMPACT ELT
Emergency Locator Transmitter Pack
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The 406 AF COMPACT ELT (Emergency Locator 
Transmitter) provides a direct connection to global 
Search and Rescue (SAR) services when an 
emergency situation occurs.

The 406 AF COMPACT is the smallest ELT available on 
the market today, enabling easy installation and retrofi t. 

KANNAD AVIATION 
high performance distress 
beacons are selected by the 
world’s most famous aircraft 
builders and airlines.

“ KANNAD AVIATION ELTs 
ensure our pilots are a lot safer, 
they can make the difference 
between life and death.”
Jez Hopkinson  
Team Leader, 
Yakovlevs Aerobatic Team
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